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1. NEW VEHICLE SIGNAL HEADS SHALL BE TYPE M MOUNTED ON MAST ARMS AND EXIST.  PROP. DESCRIPTION
84" m_OZ >_l _U_MU_I ><m TYPE K MOUNTED ON SIGNAL POLES UNLESS OTHERWISE NOTED. TYPE | JUNCTION BOX
_ 156 AVE NE To 2. PEDESTRIAN PUSH BUTTONS SHALL BE TYPE PPB-1. TYPE I JUNCTION BOX
H H - LEFT TURN 127 12" 12" 18 1/2" 3. ALL NEW FOUNDATION LOCATIONS SHALL BE APPROVED BY THE ENGINEER, PRIOR TO TYPE Il JUNCTION BOX
YIELD EXCAVATION CONTRACTOR SHALL CHECK FOR MINIMUM OVERHEAD CLEARANCE OF
st N , R K . i 16'—6” FOR ALL SIGNAL HEADS ABOVE THE STREET PRIOR TO POURING OF VEHICLE SIGNAL HEAD
ON GREEN 12’ =R 12 12 > FOUNDATION.
Nf PEDESTRIAN SIGNAL HEAD
. © I 4. THE LOCATION OF CONDUIT, JUNCTION BOXES, AND CABINETS SHOWN ON THIS PLAN
NE 36 ST - ARE FOR GRAPHIC PRESENTATION ONLY. JUNCTION BOX AND CABINET LOCATIONS EMERGENCY VEHICLE PRE—EMPT
12" e 12" e 12" e 20,48 49 L) SHALL BE SUBJECT TO APPROVAL BY THE ENGINEER. SIGNAL POLE WITH LUMINAIRE
R10-12 ,48,49,
S2 (EXISTING SIGN 68,69,88 =z 5. JUNCTION BOX AND CONDUIT LOCATIONS SHALL BE FIELD ADJUSTED IN ORDER TO
¢ ) (EXISTNG SicN hw_.mwm& = = PLACE PARALLEL CONDUITS IN ONE TRENCH. SIGN ON MAST ARM
s3 12 @ 12 @ 12 @ r,r | n 6. LOOPS SHALL BE CENTERED IN THEIR RESPECTIVE LANES UNLESS OTHERWISE NOTED. SIGNAL CONTROLLER
T 7. TUNNEL VISORS SHALL BE USED FOR ALL VEHICLE SIGNAL HEADS. Z—CRATE VISORS ELECTRICAL SERVICE CABINET
SIGNAL PHASE DIAGRAM HEADS No.  HEADS NO. i 7 — SHALL BE USED FOR ALL PEDESTRIAN HEADS. ALL HEADS SHALL HAVE SQUARE
11315171 41.42,61,62,81 12 © DOORS. PEDESTRIAN HEAD STANDARD
@ 92 73 g4 bl Ivad WITH PUSH BUTTON
8. ALL SIGNS TO BE 3M DIAMOND GRADE (VIP) SHEETING. O & ROUND DETECTOR LOOP
Imww>.“o. Nl M 9. CONDUIT AND WIRE SCHEDULE SHOWS PROPOSED WIRE RUNS ONLY.
\m@ 10. ALL CONDUCTORS FOR SIGNAL HEADS, LOOPS, PEDESTRIAN HEADS, PUSHBUTTONS REMOTE TERMINAL (INTERCONNECT)
“—\—> AND STREETLIGHTS SHALL BE LABELED IN EACH JUNCTION BOX. D WIRE NOTE
18’ 11. ALL TRAFFIC SIGNAL AND PEDESTRIAN HEADS AND PUSH BUTTONS SHALL BE
TYP. SECURELY COVERED WHILE NOT IN OPERATION. O CONSTRUCTION NOTE
| .
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(_CONSTRUCTION NOTES: K PO CONDUIT AND WIRING SCHEDULE
REMARKS
1. PROVIDE AND INSTALL TWO PEDESTRIAN SIGNAL HEADS AND TWO PEDESTRIAN PUSH BUTTONS CONDUIT WIRE 5 PR
WITH SIGN ON EXISTING SIGNAL POLE. REMOVE AND RELOCATE EXISTING 3—SECTION SIGNAL N\ CONDUIT #0 (INTER | STRANDED | PULL
HEAD TO EXISTING TENON LOCATED 16’ FROM POLE. SALVAGE EXISTING 3—SECTION SIGNAL | _ % D SIZE Lfum) 265 | 365 | 5C | IRNEGT) BARE 48 | WIRE
HEAD FROM SIGNAL POLE 2 AND INSTALL ON EXISTING TENON LOCATED 28’ FROM POLE. F=LINE STA 69+56 (52' LTY, | 1 o 1 LOOP PAR
PROVIDE AND INSTALL 4—SECTION SIGNAL HEAD ON EXISTING TENON LOCATED 40’ FROM POLE. _ __ 2 > S L00F PAR
2. PROVIDE AND INSTALL TYPE il SIGNAL POLE AND FOUNDATION. PROVIDE AND INSTALL ONE | > 3 ; ILLOMINATION
3—SECTION SIGNAL HEAD, ONE 4—SECTION PROTECTED/PERMISSIVE RIGHT TURN SIGNAL HEAD, _ | 3
ONE OPTICOM M521 EMERGENCY PRE—EMPTION DETECTOR, AND ONE STREET NAME SIGN ON A i | 4 2”7 1
45 FOOT MAST ARM. REMOVE AND RELOCATE ONE 3—SECTION SIGNAL HEAD FROM EXISTING | s > 5 LooP PAR
POLE TO MAST ARM ON NEW POLE. PROVIDE AND INSTALL ONE PEDESTRIAN HEAD AND ONE
PEDESTRIAN PUSH BUTTON WITH SIGN ON POLE. REMOVE AND RELOCATE ONE PEDESTRIAN o | 6 | EXISTING 3 4 EXISTING SPARE — NEW WIRE
SIGNAL HEAD AND ONE PEDESTRIAN PUSHBUTTON WITH SIGN FROM EXISTING POLE TO NEW — o | = > 2
POLE. PROVIDE AND INSTALL ONE LUMINAIRE WITH PHOTOCELL ON A 16 FOOT LUMINAIRE ARM. Ll |
3. PROVIDE AND INSTALL ONE SIGNAL HEAD ON EXISTING MAST ARM TENON. _ % _ Nm 8 mx_wdzo 2 ” “ H ALL NEW WIRE
9
4. PROVIDE AND INSTALL TYPE il SIGNAL POLE AND FOUNDATION. PROVIDE AND INSTALL THREE , [ | SCALE IN FEET
VEHICLE SIGNAL HEADS, ONE OPTICOM M521 EMERGENCY PRE—EMPTION DETECTOR, AND ONE wn | 2 SPARE
STREET NAME SIGN ON A 45 FOOT MAST ARM. PROVIDE AND INSTALL TWO PEDESTRIAN SIGNAL i o 10 > 1 5
HEADS AND TWO PEDESTRIAN PUSH BUTTONS WITH SIGN ON SIGNAL POLE. PROVIDE AND T I 0 20 20 ..
INSTALL ONE LUMINAIRE WITH PHOTOCELL ON A 12 FOOT LUMINAIRE ARM. CONTRACTOR TO = I 2 1 | SPARE
MATCH LUMINAIRE TYPE WITH LUMINAIRES ON POLES 1 AND 3. © | n o > 1 7
5. REMOVE EXISTING R10-12, "LEFT TURN MUST YIELD ON GREEN BALL" SIGN. M | 2" 1 | SPARE
6. REMOVE EXISTING DETECTOR LOOP. . _ 12 2" 4 1 5
7. REMOVE EXISTING PEDESTRIAN HEAD STANDARD WITH PUSH BUTTON AND FOUNDATION. Ll | 13 3" 8 3 14
8. RELOCATE EXISTING STREET NAME SIGN PER POLE SCHEDULE. p ﬁ 2" 1 | SPARE
9. WRING IN CONTROLLER CABINET TO BE MODIFIED TO REFLECT NEW OPERATION. 14| EXISTING 2 1 FOR HEAD 51 (PULL NEW WIRE)
CHIP CONTROLLER FOUNDATION TO INSERT WIRE RUN 13. 1 3 EXISTING WIRE
10. SPLICE LOOP WIRES TO LEAD—IN CABLE ADJACENT TO JUNCTION BOX. APPROVED FOR CONSTRUCTION ploms: ey Lo b in cantormanca. wth e City of 15 1 FOR HEAD 51
COORDINATE WITH SIGNAL TECHNICIANS TO TEMPORARILY DISCONNECT e s Radmand desin stondords or constructon, Th 16 o 7 LooP PAR
WIRING IN CONTROLLER CABINET UNTIL LOOP SPLICING IS COMPLETE. Director of Public Warks construction not in accordance with applicable City
ity of Redmond gt T O, e the ot e e 17[ EXISTING 27 1 INTERCONNECT (EX_WIRE)
11. REMOVE EXISTING SIGNAL POLE AND FOUNDATION TO A DEPTH OF 3 FEET Conormmcs vty Gy 5 Betmond Secion - "INSERT PE
Date: derds for ion ot any time that it is 18 2 1 INTERCONNECT "
BELOW THE FINISHED GRADE. P —— o o e ropoasd comruon o ot STAMP HERE
12. REPLACE EXISTING TYPE | JUNCTION BOX WITH TYPE Il JUNCTION BOX. Storm: Sandorce ,H,“nmw,mu.n”%,“w 19 | EXISTING 1 142 "3 ILLUMINATION (EX WIRE)
13. INSTALL "SIGNAL REVISION AHEAD” SIGN AND POST APPROXIMATELY 150° oo etk o e 20 | EXISTNG 27| 3 ILLUMINATION (EX_WIRE)
IN_ADVANCE OF INTERSECTION. ENGINEER TO APPROVE FINAL LOCATION. oo i The qumer andor desian enginesr and/or developer 21 2 1 4
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